
Item 
No

Description Of Item Total Qty Unit Rate in 
Figures(Rs)

Rate in Words(in Rs) Amount in Figures 
(in Rs)

1 2 3 4 5 6 7

1.00 EARTH WORK
1.01 Earth work in excavation by mechanical means

(Hydraulic excavator)/manual means over areas
(exceeding 30cm in depth, 1.5m in width as well as
10 sqm on plan) including disposal of excavated
earth, lead up to 50m and lift up to 1.5m, disposed
earth to be levelled and neatly dressed.

 
a) All kinds of soil 780.00 cum
b) Ordinary rock 265.00 cum
c) Hard rock (blasting prohibited) 265.00 cum

1.02 Earth work in excavation by mechanical means
(Hydraulic excavator)/ manual means in foundation
trenches or drains (not exceeding 1.5 m in width or
10 sqm on plan) including dressing of sides and
ramming of bottoms, lift up to 1.5 m, including
getting out the excavated soil and disposal of
surplus excavated soil as directed, within a lead of
50 m.

a) All kinds of soil. 487.00 cum

BOQ for Civil Work
Project Name:Construction of Animal House, IIIM Jammu.
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1.03 Filling available excavated earth (excluding rock) in 
trenches, plinth, sides of foundations etc. in layers
not exceeding 20cm in depth, consolidating each
deposited layer by ramming and watering, lead up
to 50 m and lift up to 1.5 m.

2297.00 cum

1.04 Extra for every additional lift of 1.5 m or part there
of in.

a) All kinds of soil.
i) 1.5 to 3.0m 131.40
ii) 3.0 to 4.5m 48.36

1.05 Supplying and filling in plinth with river sand under
floors including, watering. ramming consolidating
and dressing complete. 149.00 cum

1.06 Extra for disposal of excavated earth for additional
lead beyond 50m or part thereof upto 9 such
additional leads

a) All kinds of soil 1776.00 cum

1.07 Supplying and stacking of good earth at site
including royalty and carriage up to 1 km (earth
measured in stacks will be reduced by 20% for
payment). 600.00 Cum

Total
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2.00 Concrete Work

2.01 Providing and laying in position cement concrete of
specified grade excluding the cost of centering and
shuttering - All work up to plinth level:

a) 1:2:4 (1 cement : 2 coarse sand : 4 graded stone
aggregate 20 mm nominal size) 5.00 cum

b) 1:4:8 (1 Cement : 4 coarse sand : 8 graded stone
aggregate 40 mm nominal size). 91.00 cum

c) 1:5:10 (1 cement : 5 coarse sand : 10 graded
stone aggregate 40 mm nominal size) 154.00 cum

2.02 Providing and laying cement concrete in retaining
walls, return walls, walls (any thickness) including
attached pilasters, columns, piers, abutments,
pillars, posts, struts, buttresses, string or lacing
courses, parapets, coping, bed blocks, anchor
blocks, plain window sills, fillets etc. up to floor five
level, excluding the cost of centering, shuttering
and finishing:

a) 1:2:4 (1 Cement : 2 coarse sand : 4 graded stone
aggregate 20 mm nominal size) 4.00 cum

2.03 Providing and laying damp-proof course 40mm
thick with cement concrete 1:2:4 (1 cement: 2
coarse sand: 4 graded stone aggregate 12.5mm
nominal size). 100.00 sqm
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2.04 Extra for providing and mixing water proofing
material in CC/RCC work @ 1 kg per 50kg of
cement. 23.00

per 50 
kg 

cement

2.05 Applying a coat of residual petroleum bitumen of
penetration 80/100 of approved quality using 1.7kg
per square metre on damp proof course after
cleaning the surface with brushes and finally with a
piece of cloth lightly soaked in kerosene oil.

100.00 sqm

2.06 Providing and laying in position cement concrete
1:5:10 (1 Cement : 5 fine sand : 10 broken brick
bats 40 mm nominal size) including consolidation
etc all complete. 20.00 Cum

Total
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3.00 REINFORCED CEMENT CONCRETE 

3.01 Providing and laying in position machine batched,
machine mixed and machine vibrated design mix
cement concrete of specified grade for reinforced
cement concrete work including pumping of
concrete to site of laying but excluding the cost of
centering, shuttering, finishing and reinforcement.
including Admixtures in recommended proportions
as per IS 9103 to accelerate, retard setting of
concrete, improve workability without impairing
strength and durability as per direction of Engineer-
in-charge. M-25 grade reinforced cement concrete
by using 380 kg. of cement per cum of concrete.
All work up to floor V level.

1861.00 cum

3.02 Add or deduct for providing richer or leaner mixes
respectively at all floor levels.

i) Providing M-30 grade concrete by using 400kg of
cement per cum of concrete instead of M-25 grade
B.M.C/ R.M.C.. 398.00 cum

3.03 Centering and shuttering including strutting,
propping etc. and removal of form for:

a) Foundations, footings, bases of columns, etc. for
mass concrete. 470.00 sqm
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b) Walls (any thickness) including attached pilasters,
butteresses, plinth and string courses etc.

660.00 sqm
c) Suspended floors, roofs, landings, balconies and

access platform. 3112.00 sqm
d) Shelves (Cast in situ) 28.00 sqm
e) lintels, beams, plinth beams. girders. bressumers

and cantilevers. 4014.00 sqm
f) Columns, Pillars, Piers, Abutments, Posts and

Struts. 1863.00 sqm
g) Stairs, (excluding landings) except spiral-

staircases 285.00 sqm
h) Small lintels not exceeding 1.5m clear span,

moulding as in cornices, window sills, string
courses, bands, copings, bed plates, anchor
blocks and the like. 38.00 sqm

i) Edges of slabs and breaks in floors and walls.
i) Under 20 cm wide 50.00 metre
ii) Above 20 cm wide 10.00 sqm

3.04 Extra for additional height in centering, shuttering
whereever required with adequate bracing,
propping etc. includIng cost of de-shuttering and
decentering at all levels, over a height of 3.5 m, for
every additional height of 1 metre or part thereof
(Plan area to be measured)
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a) Suspended floors, roofs, landings, beams and
balconies (Plan area to be measured). 3047.00 sqm

3.05 Reinforcement for R.C.C. work including
straightening. cutting, bending, placing in position
and binding all complete (At all levels).

a) Thermo-Mechanically Treated bars 278565.00 Kg

3.06 Deduct for using less cement than the quantity as
provided in the item of batch mix concrete/RMC as
arrived as per mix design. 10.00 Qtl

Total
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4.00 BRICK WORK

4.01 Brick work with F.P.S. bricks of class designation
75 in foundation and plinth in:

a) Cement mortar 1:6 (1 cement: 6 coarse sand) 144.00 cum

4.02 Brick work with F.P.S. bricks of class designation
75 in superstructure above plinth level up to floor V
level in all shapes and sizes in :

a) Cement mortar 1:6 (1 cement: 6 coarse sand) 688.00 cum

4.03 Half brick masonry with F.P.S. brick of class
designation 75 in foundations and plinth in.

a) cement mortar 1:4 (1 cement: 4 coarse sand) 10.00 sqm

4.04 Half brick masonry with F.P.S. bricks of class
designation 75 in superstructure above plinth level
up to floor V level.

a) Cement mortar 1:4 (1 cement :4 coarse sand)
5629.00 sqm

4.05 Extra for providing and placing in position 2 Nos.
6mm dia. M.S. bars at every third course of half
brick masonry (with F.P.S. bricks). 5639.00 sqm
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4.06 Brick edging 7cm wide 11.4cm. deep to plinth
protection with bricks of class designation 75
including grouting with cement mortar 1:4 (1
cement : 4 fine sand) 288.00 Metre

Total
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5.00 DOORS, WINDOWS AND FITTINGS

5.01 Providing and fixing aluminium work for doors,
windows, ventilators and partitions with extruded
built up standard tubular sections/ appropriate Z
sections and other sections of approved make
conforming to IS: 733 and IS : 1285, fixed with
rawl plugs and screws or with fixing clips, or with
expansion hold fasteners including necessary
filling up of gaps at junctions, at top, bottom and
sides with required EPDM rubber/neoprene felt
etc. Aluminium sections shall be smooth, rust free,
straight, mitred and jointed mechanically wherever
required including cleat angle, Aluminium snap
beading for glazing / paneling, C.P. brass /
stainless steel screws, all complete as per
architectural drawings and the directions of
Engineer-in-charge. (Glazing and paneling to be
paid for separately) :

5.01.1 For fixed portion
a) Powder coated aluminium (minimum thickness of

powder coating 50 micron) 2378.00 kg
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5.01.2 For shutters of doors, windows & ventilators
including providing and fixing hinges/pivots and
making provision for fixing of fittings wherever
required including the cost of EPDM rubber /
neoprene gasket required (Fittings shall be paid
for separately).

a) Powder coated aluminium (minimum thickness of
powder coating 50 micron) 2296.00 kg

5.02 Providing and fixing anodised aluminium (anodised
transparent or dyed to required shade according to
IS: 1868. Minimum anodic coating of grade AC 15)
sub frame work for windows and ventilators a with
extruded built up standard tubular sections of
approved make conforming to IS: 733 and IS :
1285 fixed with rawl plugs and stainless steel
screws etc. 

777.00 kg
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5.03 Providing and fixing pressed steel door frames
confirming to IS: 4351manufactured from
commercial mild steel sheet of 1.25 mm thickness
including hinges jamb, lock jamb, bead and if
required angle threshold of mild steel angle of
section 50x25mm, or base ties of 1.25mm pressed
mild steel welded or rigidly fixed together by
mechanical means, adjustable lugs with split end
tail to each jamb including steel butt hinges 2.5mm
thick with mortar guards, lock strike-plate and
shock absorbers as specified and applying a coat
of approved steel primer after pre-treatment of the
surface as directed by Engineer-in-charge:

a) Profile C 10.00 metre

5.04 Providing and fixing 12mm thick prelaminated
particle board flat pressed three layer or graded
wood particle board conforming to IS: 12823
Grade l Type ll, in panelling fixed in aluminum
doors, windows shutters and partition frames with
C.P. brass / stainless steel screws etc. complete
as per architectural drawings and directions of
engineer-in-charge. 

a) Pre-laminated particle board with decorative
lamination on both sides. 10.00 Sqm
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5.05 Providing and fixing glazing in aluminium door,
window, ventilator shutters and partitions etc. with
EPDM rubber / neoprene gasket etc. complete as
per the architectural drawings and the directions of
engineer-in-charge. (Cost of aluminium snap
beading shall be paid in basic item) :

a) With float glass panes of 5.50 mm thickness 56.00 sqm 

5.06 Providing and fixing double action hydraulic floor
spring of approved brand and manufacture IS :
6315 marked, for doors including cost of cutting
floors as required, embedding in floors and cover
plates with brass pivot and single piece M.S. sheet
outer box with slide plate etc. complete as per the
direction of Engineer-in-charge.

a) With brass cover plate 2.00 each

5.07 Filling the gap in between aluminium frame &
adjacent RCC/ Brick/ Stone work by providing
weather silicon sealant over backer rod of
approved quality as per architectural drawings and
direction of Engineer-in-charge complete.

a) Upto 5mm depth and 5 mm width 741.00 Metre
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5.08 Providing and fixing double glazed hermetically
sealed glazing in aluminium windows, ventilators
and partition etc. with 6 mm thick clear float glass
both side having 12 mm air gap including providing
EPDM gasket, perforated aluminium spacers,
desiccants, sealant (Both primary and secondary
sealant) etc. as per specifications, drawings and
direction of Engineer-in-charge complete.

383.00 Sqm

5.09 Providing and fixing powder coated aluminium
grills (minimum thickness of powder coating 50
micron) of required size and approved pattern and
quality made out with special extruded sections
conforming to relevent IS Codes, fixed with rawl
plugs and screws or with expansion hold fasteners
fixed with suitable means as approved and as
directed by Engineer in Charge including C.P.
brass / stainless steel screws, all complete as per
architectural drawings/ directions of Engineer-in-
charge. 

1294.00 kg
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5.10 Providing and fixing ISI marked flush door shutters
conforming to IS: 2202 (Part I) non-decorative
type, core of block board construction with frame
of 1st class hard wood and well matched
commercial 3 ply veneering with vertical grains or
cross bands and face veneers on both faces of
shutters :

a) 35 mm thick including ISI marked Stainless Steel
butt hinges with necessary screws. 129.00 sqm

5.11 Extra for providing lipping with 2nd class teak
wood battens 25 mm minimum depth on all edges
of shutters (over all area of door shutter to be
measured) over item no. 5.09 above. 129.00 sqm

5.12 Extra for providing vision panel not exceeding 0.1
sqm in all type of flush doors (cost of glass
excluded) (overall area of door shutter to be
measured) :

a) Rectangular or square. 65.00 sqm

5.13 Extra for providing frosted glass panes 4 mm thick
instead of ordinary float glass panes 4 mm thick in
doors, windows and clerestory window shutters.
(Area of opening for glass panes excluding portion
inside rebate shall be measured).

5.00 sqm
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5.14 Providing glass panes, with wooden fillets
wherever necessary.

a) Float glass panes of thickness 4 mm
5.00 Sqm

5.15 Extra for Providing etching on glass panes in
doors, windows shutters, partition etc in desired
pattern complete as per drawing and as
directed.(Area of etching shall be measered for
payment) 5.00 sqm

5.16 Providing & Fixing decorative high pressure
laminated sheet of plain / wood grain in gloss /
matt / suede finish with high density protective
surface layer and reverse side of adhesive
bonding quality conforming to IS : 2046 Type S
including cost of adhesive of approved quality 

a) 1.0 mm thick. 258.00 sqm
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5.17 Providing and installation of fully insulated
wooden fire rated shutter of 120min. fire rating
conforming to BS: 476 part 22 and IS:3614 Part II
as per the prototype tested and certified by CBRI
Roorkee, of 55mm thickness, comprising of 75mm
x 49mm hardwood internal timber frame work, with
infill of 96 kg/m3, ceramic fiber blankets, coated
with VIPER FR or equivalent intumuscent coating
on both sides for insulation. The coated insulation
shall be sandwiched between 12mm thick, Non
combustible Boards (Calcium Silicate) on both
sides (edge to edge on internal Hardwood frame)
and cladded with 3mm thick commercial ply of
approved quality & 1mm thick laminate of
approved brand and manufacture on both sides,
with 55mm x 14mm 2nd class teak wood lipping all
round the shutter. 
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The shutter is suitable for mounted on the door
frame, as per the item given below.. Both frame
and shutter shall be fitted with fire & smoke
intumescent seal of Viper or equivalent make of
size 20 x 4mm on all the three sides except
bottom. The pasting of the ply/veneer/laminate
should be done using automatic machine and
should be free from any nails or perforations. The
board shall be Resistant to vermin, mould growth,
minor impact, abrasion and short term water
attack. The shutter shall be fixed with the frame
with the help of SS 304 grade ball bearing hinges
of size 100x76x2mm with necessary screws and
making cut out for vision panel.
Provisions/reinforcement for fixing all fixtures shall
be built in on the door prior to the supply.

a)  Single/Double Shutter 20.00 sqm
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5.18 Providing and fixing door frames as per BS: 476
part 22, IS:3614 Part II as per the prototype
certified by CBRI Roorkee made out of 2nd class
Teak Wood (Ivory Coast)frame of section
140x65mm for fire resistant doors of 120 minutes
fire rating, with heat activated intumescent fire seal
strips of size 20 x 4 mm( for smoke sealing)
provided in grooves on all three sides of the frame
with one coat of approved brand of fire retardant
primer including two coats of fire retardant paint
FR 881or equivalent un thinned on cleared hard
wood surface of door frames (@3.5 sq.m. per litre
per coat) including preperation of base surface as
per recommendations of manufacturer to make the
surface fire retardant, including fixing the frame
with 8 nos. 100 mm long, 10 mm dia metal dash
fastners complete as per directions of the
Engineer in charge NOTE:- cost of fire seal strips,
dash fastners are included in the item. Nothing
extra shall be paid if size of any component of
material exceeds the limit mentioned in the item.

36.00 Metre
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5.19 Providing and fixing UL listed door Co-ordinator (of
Becker Fire Solutions or approved equivalent
Make) for coordination of double leaf doors, of
approved brand and manufacture with minimum
one year warrantee. 6.00 Each

5.20 Providing & fixing of Fire-stop Fire sealing System
mortar type of approved make for sealing of
floors, wall openings for the purpose of
compartmentation.The FPSS consists of
225mm thick slab casted with vermuclite
based cementatious compound as per
manufacturer specifications including the cost
of centering and shuttering required . The
FPSS system must provide min. two hour fire
rating as per IS 12458-1989 having
CERTIFICATION from CBRI, Roorkee or any
other approved equivalent Govt. laboratory, for
2 hr. Fire rating. 1.00 sqm

5.21 Providing and fixing 6 mm thick pyroswiss extra or
equivalent fire rated clear toughened glass of
approved make, of 120 minutes fire rating to be
fixed in vision panel including cost of fire ceramic
tape and moulding/beading etc all complete 1.00 sqm
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5.22 Supplying and fixing rolling shutters of approved
make, made of required size M.S. laths interlocked
together through their entire length and jointed
together at the end by end locks mounted on
specially designed pipe shaft with brackets, side
guides and arrangements for inside and outside
locking with push and pull operation complete
including the cost of providing and fixing necessary 
27.5cm long wire springs grade No.2 and M.S. top
cover of required thickness for rolling shutters.
80x1.25mm M.S. laths with 1.25 mm thick top
cover. 22.00 sqm

5.23 Providing and fixing ball bearing for rolling
shutters. 4.00 No.

5.24 Extra for providing grilled rolling shutters
manufactured out of 8 mm dia. M.S. bar instead of
laths as per design approved by Engineer-in-
charge.(area of grill to be measured). 4.00 sqm
 ALUMINIUM FITTINGS 

5.25 Providing and fixing IS : 3564 marked aluminium
extruded section body tubular type universal
hydraulic door closer with double speed
adjustment with necessary accessories and
screws etc. complete. 142.00 each
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5.26 Providing and fixing IS : 3564 marked Aluminium
die cast body tubular type universal hydraulic door
closer with necessary accessories and screws etc.
complete. 12.00 each

5.27 Providing and fixing aluminium sliding door bolts
ISI marked anodised (anodic coating not less than
grade AC 10 as per IS: 1868) transparent or dyed
to required colour or shade with nuts and screws
etc. complete:

a) 300x16 mm 2.00 each
b) 250x16 mm 2.00 each

5.28 Providing and fixing aluminium tower bolts ISI
marked anodised (anodic coating not less than
grade AC 10 as per IS : 1868 ) transparent or dyed
to required colour or shade with necessary screws
etc. complete:

a) 250x10 mm 150.00 each
b) 150x10 mm 436.00 each

5.29 Providing and fixing aluminium handles ISI marked
anodised (anodic coating not less than grade AC
10 as per IS : 1868) transparent or dyed to
required colour or shade wiIh necessary screws
etc. complete :

a) 125 mm 297.00 each
b) 100 mm 5.00 each
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5.30 Providing and fixing aluminium hanging floor door
stopper ISI marked anodised (anodic coating not
less than grade AC 10 as per IS : 1868)
transparent or dyed to required colour and shade
with necessary screws etc. complete.

a) Twin rubber stopper 149.00 each

5.31 Providing and fixing bright finished brass 100 mm
mortice latch and lock ISI marked with six levers
and a pair of anodised (anodic coating not less
than grade AC 10 as per IS : 1868) aluminium
lever handles with necessary screws etc. complete
(Best make of approved quality).

147.00 each

5.32 Providing and fixing stainless steel (SS 304 grade)
adjustable friction windows stays of approved
quality with necessary stainless steel screws etc.
to the side hung windows as per direction of
Engineer-in-charge complete.

a) 255 X 19 mm 268.29 each

5.33 Providing and fixing aluminium tubular handle bar
32 mm outer dia, 3.0 mm thick & 2100 mm long
with SS screws etc .complete as per direction of
Engineer-in-Charge.

a) Powder coated minimum thickness 50 micron
aluminium tubular handle bar. 4.00 each
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5.34 Providing and fixing 100mm brass locks (best
make of approved quality) for aluminium doors
including necessary cutting and making good etc.
complete. 2.00 each

5.35 Providing and fixing aluminium casement windows
fastener of required length for aluminium windows
with necessary screws etc. complete.

a) Powder coated minimum thickness 50 micron
aluminium. 296.00 each

5.36 Providing and fixing aluminium round shape
handle of outer dia 100mm with SS screws etc.
complete as per direction of Engineer-in-charge

a) Powder coated minimum thickness 50 micron
aluminium 4.00 each

5.37 Providing and fixing of UL listed fire rated
single/double leaf panic exit devices tested in
accordance with BS EN 1125: 1997 & BS EN 179:
1997, EN 1670 (Corrosion Resistant), & BS 476
Part 22 (for fire rating) with min. one year
warrantee.

a) Double Leaf 6.00 each
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5.38 Providing and fixing of fire rated heavy duty door
closer tested in accordance with BS:476 Part 22
for fire rating) and BS EN 1154 with minimum one
year warranty. 6.00 each

5.39 Providing and fixing fire rated mortice lock with
lever handle tested in accordance with European
Standard EN12209 / DIN18251 and 80mm Long
cylinder to EN1303 of SCHLAGE (IR) EL2020 or
approved equivalent manufacturer having 1 year
manufacturers warranty.

6.00 each

5.40 Providing and fixing 300 mm long stainless steel
grade 304 D type back to back pull handle (of
Dorset or approved equivalent make) with
necessary bolts with alen key arrangement etc
complete. 12.00 each

5.41 Providing and fixing stainless steel metal doors
consisting of 0.8mm (22 gauge) stainless steel
sheets of 304 grade, press formed to 46mm thick
double skin hollow door with lock steam joints at
edges suitable for mounting on the door frame
described below.
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Shutters shall be provided with honeycomb kraft
paper core which shall be bounded to the inner
faces of shutter. The frame shall be factory
manufactured from 1.20 mm Stainless steel sheets
(304 grade), single rebated with dimensions
100mm x57mm (+/-0.3) withbending radius of
1.2mm.
The rate shall also include the cost of providing
and fixing handles sepcified , hold fasts 40mm
long as per the details including all accessories
like bolts,nuts, wooden plugs and embedding in
cement concrete complete . 10.00 Sqm

5.42 Providing and fixing of Hollow metal door at all
levels from ISO 9001-2000 certified Manufacturer.
All hollow metal general doors with or without
vision panel, Pressed Galvanised steel Single
/Double leaf to required sizes of approved make
which consists of frame, shutter, infill and finish as
detailed below and conforming to IS 277. 
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Door frame shall be Single rebate profile of size
100 x 57 mm made out of 1.25mm thick
galvanised steel sheet (18 gauge). Frames should
be Mitered and field assembled with self tabs. All
doors should be factory prepared for receiving
appropriate hardware and provided with necessary
reinforcement for hinges, locks and door closers.
Frames should be provided with back plate
brackets and anchor fasteners for installation on
required nos of masonry wall opening. Once frame
installed should be grouted with cement slurry if
recommended on the clear masonary opening.
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Door leaf should be 46mm thick fully flush double
skin door with or without vision lite. Door leaf shall
be manufactured from 0.8mm (22 guage) thick
galvanised steel sheet. The internal construction of
the door should be rigid with steel stiffeners/ pads
and reinforcement. The infill material shall be resin
bonded honeycomb core. All doors should be
factory prepared for receiving appropriate
hardware and provided with necessary
reinforcement for hinges, locks, and door closers.
The edges should be interlocked with a bending
radius of 1.4mm. For pair of doors astragals has to
be provided on the meeting stile for both active
and inactive leaf. Vision lite wherever applicable
should be asper joinery details with screws on
glass beeding on the inside. The glass should be
5mm clear toughned glass. Doors shall be fixed to
frame with required numbers of SS Ball Bearing
Butt hinges 101 X 89 X 3 mm of approved brand
and manufacture.closers. The edges should be
interlocked with a bending radius of 1.4mm. For
pair of doors astragals has to be provided on the
meeting stile for both active and inactive leaf. 
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Vision lite wherever applicable should be asper
joinery details with a screw on glass beeding on
the inside. The glass should be 5mm clear
toughned glass. Louvers when recommended
should be site proof and shall be flush fixed on the
external surface. All doors and frames shall be
finished with etched primer coating, stove zinc
phosphate primer and thermosetting polyurethane
aliphatic grade paint of approved colour. The door
leaf and frame shall have passed minimum 250
hours of salt sprey test.
Rate should include supply and installation of
door/Shutter, Frame and hardware as mentioned
above. Payment shall be made per sqm of door
opening. 233.00 Sqm

Total
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6.00 Steel Works
6.01 Providing and fixing M.S. grills of required pattern

in frames of windows etc. with M.S. flats, square or
round bars etc. all complete.

a) Fixed to steel windows by welding. 50.00 kg

6.02 Steel work welded in built up sections/ framed
work including cutting ,hoisting, fixing in position
and applying a priming coat of approved steel
primer using structural steel etc. as required.

a) In gratings, frames, guard bar, ladder, railings,
brackets, gates and similar works. 2738.00 Kg

6.03 Providing and fixing hand rail of approved size by
welding etc. to steel ladder railing, balcony railng
and staircase railing including applying a priming
coat of approved steel primer.

a) M.S. tube. 50.00 Kg
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6.04 Staircase Railing:- Fabrication, supply and
installation of SS 304 grade 900mm high railing
made of SS 304 grade handrail pipe of 50 mm OD
and 1.6 mm thickness polished with automatic
round polishing machine to get a uniform hairline
finish mounted with the hel of adjustable solid neck
support on balustrade of approved design at
1200mm c/c and at every turn, supporting 3 mid
rails of 12mm OD and 1.6 mm thickness with the
help of solid connectors of 23 mm dia holding the
mid rails by M6 grub screws inserted in baluster
and screwed through the baluster with M6 counter
sunk screws overall mounted on SS 304 grade
base plate with the help of dash fasteners to be
treated with K2 solution at all welding joints and
passivated.

127.00 Mtr
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6.05 Parapit Railing:- Fabrication, supply and
installation of SS 304 grade 1500 mm high railing
made of SS 304 grade pipes of 50 mm OD and 1.6 
mm thickness polished with Automatic round
polishing machine to get a uniform hairline finish,
welded and match finished into the pattern as
submitted in the drawing, the design of railing shall
be as per the enclosed drawing showing diamond
pattern overall mounted on SS 304 grade base
plate with the help of dash fasteners, railing to be
treated with K2 solution at all welding joints and
passivated.

50.00 Mtr

6.06 Providing & fixing stainless steel (304 grade)
angles of required size at corners of RCC columns
including nessesary fastners, screws etc all
complete. 1080.00 Kg

Total
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7.00 Flooring
7.01 Cement concrete flooring 1:2:4 (1 cement: 2

coarse sand: 4 graded stone aggregate) finised
with a floating coat of neat cement including
cement slurry, but excluding the cost of nosing of
steps etc. complete.

a) 40mm thick with 20mm nominal size stone
aggregate. 33.00 sqm

7.02 Cement plaster skirting (up to 30 cm height) with
cement mortar 1:3 (1 cement : 3 coarse sand)
finished with a floating coat of neat cement.

a) 18 mm thick. 4.00 sqm

7.03 Providing and fixing glass strips in joints of
terrazo/ cement concrete floors.

a) 40 mm wide and 4 mm thick. 80.00 Metre

7.04 Marble stone flooring/skirting with 18mm thick
marble stone (sample of marble shall be approved
by Engineer-in-charge) over 20 mm (average)
thick base of cement mortar 1:4 (1 cement: 4
coarse sand) laid and jointed with grey cement
slurry including rubbing and polishing complete
with:

a) Raj Nagar Plain 129.00 sqm 
b) Udaipur green marble 400.00 sqm 
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c)  Jaisalmer Stone 31.00 sqm 

7.05 18mm thick Prepolished Granite (Base Rate 200/-
Sqft) in Risers, skirting and dado/wall cladding
over 12mm thick bed of cement mortar 1:3 (1
cement : 3 coarse sand) and jointed with grey
cement including pointing with white cement mixed
with pigment matching the shade of granite stone
all complete and as directed. 

118.00 sqm 

7.06 Kota stone slab flooring over 20 mm (average)
thick base laid over and jointed with grey cement
slurry mixed with pigment to match the shade of
the slab including rubbing and polishing complete
with base of cement mortar 1 : 4 (1 cement : 4
coarse sand) :

a) 25 mm thick. 1201.00 sqm

7.07 Kota stone slabs 25 mm thick in risers of steps,
skirting, dado and pillars laid on 12 mm (average)
thick cement mortar 1:3 (1 cement 3 coarse sand)
and jointed with grey cement slurry mixed with
pigment to match the shade of the slabs, including
rubbing and polishing complete. 136.09 sqm
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7.08 Providing and fixing Ist quality ceramic glazed wall
tiles conforming to IS : 15622 (thickness to be
specified by the manufacturer ) of approved make
in all colours, shades except burgundy, bottle
green, black of any size as approved by Engineer-
in-Charge in skirting, risers of steps and dados
over 12 mm thick bed of cement Mortar 1:3 (1
cement : 3 coarse sand) and jointing with grey
cement slurry @ 3.3kg per sqm including pointing
in white cement mixed with pigment of matching
shade complete. 493.00 sqm

7.09 Providing and laying rectified Glazed Ceramic floor
tiles 300x300 mm or more (thickness to be
specified by the manufacturer) of 1st quality
conforming to IS : 15622 of approved make in all
colours, shades, except White, Ivory, Grey, Fume
Red Brown, laid on 20 mm thick Cement Mortar
1:4 (1 Cement : 4 Coarse sand) including pointing
the joints with white cement and matching
pigments etc., complete. 57.00 sqm
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7.10 Providing and laying vitrified floor and skirting, tiles
in different sizes (thickness to be specified by the
manufacturer) with water absorption's less than
0.08% and conforming to IS : 15622 of approved
make in all colours and shades, laid on 20mm
thick cement mortar 1:4 (1 cement: 4 coarse sand)
including grouting the joints with white cement and
matching pigments etc., complete

a) Size of Tile 60x60 cm 396.00 sqm
b) Size of Tile 80x80 cm 238.00 sqm
c) Size of Tile 100x100 cm 951.00 sqm

7.11 Providing and fixing 18mm thick gang saw cut
mirror polished premoulded and prepolished)
machine cut for kitchen platforms, vanity counters,
window sills. facias and similar locations of
required size of approved shade, colour and
texture laid over 20mm thick base cement mortar
1:4 (1 cement : 4 coarse sand) with joints treated
with white cement, mixed with matching pigment,
epoxy touch ups, induding rubbing, curing,
moulding and polishing to edge to give high gloss
finish etc. complete at all levels

a) Granite of any colour and shade 
i Area of slab upto 0.50 sqm 5.00 sqm
ii Area of slab over 0.50 sqm. 26.00 sqm
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7.12 Extra for providing edge moulding to 18mm thick
Granite stone counters, Vanities etc. including
machine polishing to edge to give high gloss finish
etc. complete as per design approved by Engineer-
in­Charge.

a) Granite work. 42.00 metre

7.13 Extra for fixing marble /granite stone over and
above corresponding basic item, in facia and drops 
of width upto 150 mm with epoxy resin based
adhesive including cleaning etc. complete.

42.00 metre

7.14 Extra for providing opening of required size &
shape for wash basins/ kitchen sink in kitchen
platform, vanity counters and similar location in
marble/Granite/stone work including necessary
holes for pillar taps etc. including rubbing and
polishing of cut edges etc. complete. 10.00 Nos

7.15 Providing & fixing 2 mm thick homogeneous
jointless, scratch resistant, chemical resistant,
anti fungal and anti bacterial PVC Vinyl
flooring and skirting/ coving good for
laboratories of approved quality including the
cost of suitable adhesive and coving material of
approved quality and manufacture. 50.00 Sqm
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7.16 Chequered terrazo tiles 22 mm thick with graded
marble chips of size up to 6 mm in floors jointed
with neat cement slurry mixed with pigment to
match the shade of the tiles including rubbing and
polishing complete on 20 mm thick bed of cement
mortar 1:4 (1 cement :4 coarse sand) :

Medium shade using 50%white cement 50%
ordinary cement 20.00 sqm

7.17 P/L 8mm thick (EN13329) laminated Flooring
including skirting (class use of 23/31 AC 3 with
0.2mm thick direct pressure laminated on top)
plank size 1290 X 194 mm & groove construction
with edge impregnate with seal to secure long
lasting joints ,secured together with the help of
suitable glue, conforming to EN 13329.

33.00 sqm
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7.18 Providing and laying 3mm thick chemical resistant
monolithic resinous (epoxy) flooring and coving/
skirting of required colour into two or more coats
by non slippery, anti-fungal, anti bacteria, scratch
proof protective finish over concrete substrate
including preparing surface by mechanical means
captive shot blasting/ grinding etc as required
complete to the satisfaction of engineer. The
concrete floor must be checked for moisture
content using thermo Hygrometer and should have
moisture content less than 5% and no rising
dampness in floor, for which nothing extra is
payable. 75.00 Sqm

7.19 Grouting the joints of flooring tiles having joints of
3 mm width, using epoxy grout mix of 0.70 kg of
organic coated filler of desired shade (0.10 kg of
hardener and 0.20 kg of resin per kg), including
filling/grouting and finishing complete as per
direction of Engineer-in-charge.

i) Size of Tile 800x800 mm 238.00 Sqm
ii) Size of Tile 1000x1000 mm 951.00 Sqm

Total
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8.00 CEILING & ROOFING

8.01 Providing and fixing at all height false ceiling
including providing and fixing of frame work made
of special sections power pressed from M.S. sheet
and galvanised in accordance with zinc coating of
grade 350 as per IS : 277 and consisting of angle
cleats of size 25mm wide x 1.6mm thick with
flanges of 22mm and 37mm at 1200mm centre to
centre one flange fixed to the ceiling with dash
fastener 12.5mm diax40mm long with 6mm dia
bolts to the angle hangers of 25x25x0.55mm of
required length, and other end of angle hanger
being fixed with nut and bolts to G.I. channels
45x15x0.9mm running at the rate of 1200mm
centre to centre to which the ceiling section 0.5mm
thick button wedge of 80mm with tapered flanges
of 26mm each having clips of 10.5mm at 450mm
centre to centre shall be fixed in a direction
perpendicular to G.I. channel with connecting clips
made out of 2.64mm diax230mm long G.I. wire at
every junction including fixing the gypsum board
with ceiling section and perimeter channels 0.5mm
thick 27mm high having flanges of 20mm and 
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30mm long, the perimeter of ceiling fixed to
wall/partition with the help of rawl plugs at 450mm
centre to centre with 25mm long drive-all screws
@ 230mm interval including jointing and fixing to a
flush finish of tapered and square edges of the
board with recommended filler, jointing tapes,
finisher and two coats of primer suitable for board
as per manufactures specification and also
including the cost of making openings for light
fittings, grills, diffusers, cutouts made with frame of
perimeter channels suitably fixed all complete as
per drawing and specification and direction of the
Engineer in Charge but excluding the cost of
painting with :

a) 12.5 mm thick tapered edge gypsum board
conforming to IS: 2095- Part I. 796.00 sqm
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8.02 Providing & Fixing of clip-in plain finish metal
ceiling System of approved brand and
manufacture consisting of 600x600 mm clip in tiles
of pre coated Aluminium in 0.7mm thickness with
bevel edge in white colour (RAL 9010) with Light
Reflectance > 86% and suitable for Green Building
application. Installation: To comprise ‘C’ channels
spaced at 1200mm centres securely fixed to the
structural soffit by support clamp & approved
hangers. The last hanger at the end of each C
channel should not be greater than 600mm from
the adjacent wall. Use a C-channel connector for
splicing two pieces of C-channels. Main carriers
(spring tee bars) shall be spaced at 600mm
centres in a direction perpendicular to the C-
channels and shall be secured at every
intersection with C channel using suitable hanger.
Use connector to splice two pieces of main
carriers. Tiles should be clipped in between two
carriers (spring tee bars) from below.Perimeter
trims to be wall 

angles of white colour secured to walls at 450mm
maximum centres. Cut tiles to be secured to the
wall angles using a spring clamp.

1269.00 Sqm
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8.03 Providing and laying water proofing treatment to
vertical and horizontal surfaces of depressed
portions of W.C., kitchen and the like consisting of
:

i) v) Ist course of applying cement slurry @ 4.4
Kg/sqm mixed with water proofing compound
conforming to IS 2645 in recommended
proportions including rounding off junction of
vertical and horizontal surface.

ii) vi) IInd course of 20mm cement plaster 1:3 (1
cement : 3 coarse sand) mixed with water proofing
compound in recommended proportion including
rounding off junction of vertical and horizontal
surface.

iii) vii) IIIrd course of applying blown or residual
bitumen applied hot at 1.7 Kg. per sqm of area.

iv) viii) IVth course of 400 micron thick PVC sheet.
(Overlaps at joints of PVC sheet should be 100
mm wide and pasted to each other with bitumen @
1.7 Kg/sqm.) 111.00 sqm
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8.04 Providing and laying integral cement based water
proofing treatment including preparation of surface
as required for treatment of roofs, balconies,
terraces etc consisting of following operations: a)
Applying a slurry coat of neat cement using 2.75
kg/sqm. of cement admixed with water proofing
compound conforming to IS. 2645 and approved
by Engineer-in-charge over the RCC slab including
adjoining walls upto 300mm height including
cleaning the surface before treatment. b) Laying
brick bats with mortar using broken bricks/brick
bats 25 mm to 115mm size with 50% of cement
mortar 1:5 (1 cement: 5 coarse sand) admixed
with water proofing compound conforming to IS :
2645 and approved by Engineer-in-charge over 20
mm thick layer of cement mortar of mix 1:5 (1
cement :5 coarse sand) admixed with water
proofing compound to IS : 2645 and approved by
Engineer - in - charge to required slope and
treating similarly the
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adjoining walls upto 300 mm height including
rounding of junctions of walls and slabs c) After
two days of proper curing applying a second coat
of cement slurry using 2.75kgl sqm of cement
admixed with water proofing compound
conforming to IS : 2645 and approved by Engineer-
in-charge. d) Finishing the surface with 20 mm
thick jointless cement mortar of mix 1:4 (1 cement:
4 coarse sand) admixed with water proofing
compound conforming to IS: 2645 and approved
by Engineer-in-charge including laying glass fibre
cloth of approved quality in top layer of plaster and
finally finishing the surface with trowel with neat
cement slurry and making pattern of 300x300 mm
square 3mm deep. e) The whole terrace so
finished shall be flooded with water for a minimum
period of two weeks for curing and for final test. All
above operations to be done in order and as
directed and specified by the Engineer-in-Charge :

a) With average thickness of 120mm and minimum
thickness at khurra as 65 mm. 1626.00 sqm

Total
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9.00 Finishing

9.01 12 mm cement plaster of mix:
a) 1:6 (1 cement: 6 fine sand) 5176.00 sqm

9.02 15 mm cement plaster on the rough side of single
or half brick wall of mix:

a) 1:6 (1 cement: 6 fine sand) 6295.00 sqm

9.03 18 mm cement plaster in two coats under layer 12
mm thick cement plaster 1:5 (1 cement: 5 coarse
sand) finished with a top layer 6mm thick cement
plaster 1:6 (1 cement: 6 fine sand). 3076.00 sqm

9.04 6 mm cement plaster of mix:
a) 1:3 (1 cement: 3 fine sand) 1442.00 sqm

9.05 Extra for making coving at junctions of walls and
ceiling & wall with cement mortar 1:3 (1 cement:3
Fine sand) or with plaster of paris 1500.00 Mtr

9.06 Extra for plastering exterior walls of height more
than 10 m from ground level for every additional
height of 3 m or part thereof. 1967.00 sqm
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9.07 Providing and applying white cement based putty 
of average thickness 1mm, of approved brand and 
manufacture, over the plastered wall surface to 
prepare the surface even and smooth complete.

10834.00 Sqm

9.08 White washing with lime to give an even shade:
a) New work (three or more coats) 100.00 sqm

9.09 Distempering with oil bound washable distemper of
approved brand and manufacture to give an even
shade

a) New work (two or more coats) over and including
priming coat with cement primer. 2874.00 sqm

9.10 Finishing walls with Acrylic Smooth exterior paint
of required shade:

a) New work (Two or more coat applied @ 1.67 Itr/10 
sqm over and including base coat of water
proofing cement paint applied @ 2.20 kgl10 sqm).

788.00 sqm

9.11 Applying one coat of cement primer of approved

brand and manufacture on wall surface:
a) Cement primer. 5858.00 sqm

9.12 Finishing walls with textured exterior paint of
required shade:
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a) New work (Two or more coats applied @ 3.28
Itr/10 sqm) over and including base coat of water
proofing cement paint applied @ 2.20kg/1 0 sqm.

2722.00 sqm

9.13 Wall painting with plastic emulsion paint of
approved brand and manufacture to give an even
shade:

a) Two or more coats on new work 5858.00 sqm

9.14 Painting with synthetic enamel paint of approved
brand and manufacture of required colour to give
an even shade: 

a) Two or more coats on new work over an under
coat of suitable shade with ordinary paint of
approved brand and manufacture. 522.00 sqm

9.15 Providing and fixing 24 gauge and 18mm mesh
size chicken wiremesh at junction of concrete and
brick work and other locations at all heights
including cutting to required size and side laps of
minimum 75mm and fixing in positions with
nails/screws etc. as directed and as required at
site. 200.00 sqm

9.16 Painting with PU paint of approved brand and
manufacture.

HSCC Animal House, IIIM Jammu Page No.C-48



Item 
No

Description Of Item Total Qty Unit Rate in 
Figures(Rs)

Rate in Words(in Rs) Amount in Figures 
(in Rs)

1 2 3 4 5 6 7

BOQ for Civil Work
Project Name:Construction of Animal House, IIIM Jammu.

a) New work (two or more coats) over and including 
priming coat with suitable primer and putty.

7322.00 sqm

9.17 Forming groove of uniform size from 12x12mm 
and upto 25x15mm in plastered surface as per 
approved pattern using wooden battens, nailed to 
the under layer including removal of wooden 
battens, repairs to the edges of plaster panel and 
finishing the groove complete as per specifications 
and direction of the Engineer-in-Charge.

1000.00 Mtr

Total
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(in Rs)
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10.00 Miscellaneous
10.01 Stone work (machine cut edges) for wall lining etc.

(veneer work) backing filled with a grout of 12mm
thick cement mortar 1:3 (1 cement : 3 coarse
sand) including pointing in white cement mortar 1:2 
(1 white cement : 2 stone dust) with an admixture
of pigment matching the stone shade : (To be
secured to the backing by means of cramps which
shall be paid for separately) :

a) Granite Stone of approved quality (Base Rate Rs
200/- per Sqft, Base rate is inclusive of polishing
and/or flaming or sand blasting as required) 

26.00 sqm

10.02 Providing and fixing stainless steel cramps of
required size and shape for anchoring stone wall
lining to the backing or securing adjacent stones in
stone wall lining in cement mortar 1:2 (1 cement :
2 coarse sand) including making the necessary
chases in stone and holes in walls wherever
required. 10.00 Kg
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10.03 Making plinth protection 50mm thick of cement
concrete 1:3:6 (1 cement :3 coarse sand : 6graded
stone aggregate 20mm nominal size) over 75mm
bed by dry brick ballast 40mm nominal size well
rammed and consolidated and grouted with fine
sand including finishing the top smooth 236.00 sqm

10.04 Designing, supplying, fabrication and installation of
semi unitised Structural glazing system in the
form of fixed panels, using specially designed
aluminium extruded sections, mullions and
transoms having 25 micron Anodising of approved
colour and shade and make with mullions fixed on
the RCC beams/columns through adequately
designed brackets including providing masking
tape on the profiles for safety against external
scratches on site complete with approved silicon
sealant EPDM gasket etc. to make the structural
glazing air tight and water tight as per standards
and as per Architect's drawings and specifications.
The design to be as per BIS code for required
wind pressure IS: 875 part III and use of
aluminium section alloy as per IS:8147. 
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a) System design to strictly consider for thermal
movements, air infiltration, water penetration,
seismic movement and structural movement.
Contractor to furnish shop drawings along with
sequence of work for approval of Engineer-in-
charge.The minimum section shall be
131x66x2mm and per sqmt weight shall be 10kg
approx., the item shall be measured and paid for
actual surface area of structural glazing/aluminium
composite panel supported on the frame. The
work shall be carried out by the specialised agency
approved by Engineer in Charge.

138.00 SqM
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10.05 Extra for providing & fixing 24mm made up
thickness insulated glass over above
corresponding item hermetically sealed with 6mm
heat strengthend toughened solar control off line
coated high performance temperable glass of
approved colour having reflactive soft coating and
6mm clear toughned float glass inside with 12mm
dry air cavity between two glass panes separated
by a hollow aluminium spacer bar with twin lines of
micro holes as approved filled with molecular
desiccant of approved make and using primary hot
meld duly and secondary polysulphide or silicon
sealant of approved make all complete over above
item. (U value less than 2.85w/sqm k, shadding
cofficent less than 0.55, solar factor less than
0.25, light transmission minimum 25%)

138.00 Sqm
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10.06 Providing and laying integral cement based
treatment for water proofing on horizontal surface
at all depth below ground level for under ground
structures as directed by Engineer-in-Charge and
consisting of : i) Ist layer of 22mm to 25mm thick
approved and specified rough stone slab over a
25mm thick base of cement mortar 1:3 (1 cement :
3 coarse sand) mixed with water proofing
compound conforming to IS:2645 in the
recommended proportion over the leveling course
(leveling course to be paid separately). Joints
sealed and grouted with cement slurry mixed with
water proofing compound. ii) 2nd layer of 25mm
thick cement mortar 1:3 (1 cement: 3 coarse sand)
mixed with water proofing compound in
recommended proportions. iii) Finishing top with
stone aggregate of 10mm to 12mm nominal size
spreading @ 8 cudm/sqm thoroughly embedded in
the 2nd layer.

Using rough kota stone. 68.00 Sqm
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Project Name:Construction of Animal House, IIIM Jammu.

10.07 Providing and laying integral cement based
treatment for water proofing on the vertical surface
by fixing specified stone slab 22 mm to 25mm
thick with cement slurry mixed with water proofing
compound conforming to IS:2645 in recommended
proportions with a gap of 20mm (minimum)
between stone slabs and the receiving surfaces
and filling the gaps with neat cement slurry mixed
with water proofing compound and finishing the
exterior of stone slab with cement mortar 1:3 (1
cement : 3 coarse sand) 20mm thick with neat
cement punning mixed with water proofing
compound in recommended proportion complete
at all levels and as directed by Engineer-in-charge
:

a) Using rough Kota stone 105.00 Sqm

Total
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11.00 ROAD WORK, DEVELOPEMENT AND SIGNAGE

11.01 Preparation and consolidation of sub grade with
power road roller of 8 to 12 tonne capacity after
excavating earth to an average of 22.5 cm. depth,
dressing to camber and consolidating with road
roller including making good the undulations etc.
and re-rolling the sub grade and disposal of
surplus earth lead upto 50 metres.

700.00 SQM

11.02 Supplying and stacking at site.
a) 90 mm to 45 mm 30.00 CuM
b) 63 mm to 45 mm 26.60 CuM

11.03 Laying spreading and compacting stone aggregate
of specified sizes to WBM specifications including
spreading in uniform thickness, hand picking,
rolling with 3 wheeled road/ vibratory roller 8-10
tonne in stages to proper grade and camber,
applying and brooming requisite type of screening/
binding material to fill up interstices of coarse
aggregate watering and compacting to the
required density. 40.00 Cum
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11.04 Providing and laying C.C. pavement of mix M25
with ready mixed concrete from batching plant.
The ready mixed concrete shall be laid and
finished with screed board vibrator, vacuum
dewatering process and finally finished by floating,
brooming with wire brush etc. complete as per
specifications and directions of Engineer-in-
charge. (The panel shuttering work shall be paid
for separately). 30.00 Cum

11.05 Providing and laying in position bitumen hot
sealing compound for expansion joints etc

a) Using grade 'A' sealing compound.

1333.33

Per cm
depth 
per cm
width 
per m
length

11.06 Providing and laying 60mm thick factory made
cement concrete interlocking paver block of M -30
grade made by block making machine with strong
vibratory compaction and of approved size and
design/ shape laid in required colour and pattern
over and including 50mm thick compacted bed of
fine sand, filling the joints with fine sand etc. all
complete as per the direction of Engineer-in-
charge. 100.00 sqm
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11.07 Providing and laying at or near ground level factory
made kerb stone of M-25 grade cement in position
to the required line, level and curvature jointed with
cement mortar 1:3 (1 cement: 3 coarse sand)
including making joints with or without grooves
(thickness of joints except at sharp curve shall not
to more than 5mm) including making drainage
opening wherever required complete etc. as per
direction of Engineer-in-charge (length of finished
kerb edging shall be measured for payment).
(Precast C.C. kerb stone shall be approved by
Engineer-in-charge). 20.25 Cum

11.08 Trenching in ordinary soil upto a depth of 60cm
including removal and stacking of serviceable
materials and then disposing of by spreading and
neatly levelling with in a lead of 50m and making
up the trenched area to proper levels by filling with
earth or earth mixed with sludge or/and manure
before and after flooding trench with water
(excluding cost of imported earth, sludge or
manure). 120.00 Cum

11.09 Supplying and stacking sludge at site including

royalty and carriage up to 1 km (sludge measured

in stacks will be reduced by 8% for payment). 10.00 Cum
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BOQ for Civil Work
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11.10 Spreading of sludge, dump manure or/and good
earth in required thickness (Cost of sludge, dump
manure or/ and good earth to be paid separately).

10.00 Cum

11.11 Rough dressing the trenched ground including
breaking clods & Uprooting weeds from the
trenched area after 10 to 15 days of its flooding
with water including disposal of uprooted
vegetation. 200.00 Sqm

11.12 Supply & sprinkling of Neem cake ( at the rate of 6
kg per 100 sq. metres) and fine dressing the
ground. 200.00 Sqm.

11.13 Supply & grassing with "Calcutta Doob" grass in
rows 7.5cms, apart in either direction including fine
dressing the ground to be levelled, supply and
filling with good earth if needs, watering &
maintenance of the lawn for 30 days or more till
the grass forms a thick lawn free from weeds & fit
for mowing. Anti-termite shall be applied with
CHLOROPYRIPHOS (DURSBAN make or
equivalent) at the rate of 2ml per litter in the first
watering.

200.00 Sqm.
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11.14 Digging holes in ordinary soil and refilling the same 
with the exca­vated earth mixed with manure or
sludge in the ratio of 2:1 by volume (2 parts of
stacked volume of earth after reduction by 20% :
1part of stacked volume of manure after reduction
by 8%) flooding with water, dressing including
removal of rubbish and surplus earth, if any with all
leads and lifts (cost of manure, sludge or extra
good earth if needed to be paid for separately):    

a) Holes 1.2 m dia and 1.2 m deep. 10.00 Each
b) Holes 60 cm dia, and 60 cm deep. 10.00 Each

11.15 Providing fabricating and fixing of signages of
varying sizes and shapes using three mm thick
PVC sheet at base with self addhesive coloured
vinyl with graphicson top of glow tape complete
including fixing on wall with screws and washers or
hanging on ceiling with GI chain/GI Bar complete
as per technical specifications and directions of
Engineer.  600.00 sq inch

11.16 Providing and fixing of sinages of varying sizes
and shapes using stainless steel sheet of
minimum 16G thickness brush finish including
engraving/etching of letters of required size filled
with colour as desired by engineer,fixing with ss
screws on walls 1280.00 sqinch
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11.17 Providing and fixing of sinages of varying sizes
made of hollow aluminum sections of 150 mm
width.with both hollow ends caped with suitable
PVC/aluminium cover plates of required including
hanging from ceiling by two adjustable suspenders
of appropriate dia made of MS/GI bars ,lettering on
vinyle sheet and pasting on it with pictogram
complete as per technical specifications and
directions of Engineer. 150.00 r/ft

11.18 Providing and fixing of external sinages of varying
sizes and shapes using GI sheet of atleast 22 G /
aluminium sheet of suitable gauge complete as
per technical specifications and directions of
Engineer. 60.00 sqft

11.19 Providing and fixing MS support frame for external
signages made of structural steel including
welding, primering, painting foundation with 1:1.5:3
cement concrete complete as per drawing,
technical specifications and directions of engineer.  120.00 Kg
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11.20 Providing,fabricating and fixing neon glow
signages of approved make with 100% handcraft
glass tubes in letter shape of required colour of dia
9-12 mm including making the electrical wiring for
illumination,transformer,connection complete as
per technical specifications and directions of
engineer. 10.00 sqft

11.21 Providing,fabricating and fixing digitally printed
translites(Technova) with multicolour design on
roland /HP printers mounted on acrylic sheet 3mm
further mounted on 22 gauge powder coated GI
box with phylips /surya tubes inside including
installtion on wall electric fittings etc on walls or
otherwise complete . 16.00 sq ft

11.22 Providing fabricating installation and fixing of
backlit flex signages on Hanwa/star 18 ounce flex
signages printed on high resolution printermounted
on MS sheet on framed MS structure further fixed
on 24 gauge MS /GI box with phylips/surya fittings
inside including tranformers etc, electri wiring etc
complete. 20.00 sqft
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11.23 Providing,fabricating installation and fixing of
glass finish SS letters made of 20 gauge SS 304
sheet of required size and shape with neatly
fabricated joints properly welded and grinded with
all corners rubbed and polished with arrangement
of screws in the letter itself for mounting on the
walls including cost of screws and fixing complete
as per directions of Engineer. 500.00

sqinch 
of each 
letter

11.24 Providing fabricating and fixing of retroreflective
vinyle sinages of varying sizes and shapes pasted
on aluminium/GI sheet of 18 gauge with provision
of fixing on MS structure complete as per
technical specifications and directions of
Engineer. 600.00 sqinch

Sub Total
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S.No DESCRIPTION OF WORK  AMOUNT (In Rs.)

1 EARTHWORK
2 CONCRTE WORK
3 RCC WORK
4 BRICK WORK
5 DOORS & WINDOWS
6 STEEL WORK
7 FLOORING
8 CEILING & ROOFING
9 FINISHING

10 MISCELLANEOUS
11 Road Work and Development

 TOTAL

SUMMARY (Civil Work)

Project Name:Construction of Animal House, IIIM Jammu.

Abstract 1


